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Nuclear Regulatory Commission § 39.67 

(b) The use of remote handling tools 
for handling sealed sources and radio-
active tracer material except low-ac-
tivity calibration sources; 

(c) Methods and occasions for con-
ducting radiation surveys, including 
surveys for detecting contamination, 
as required by § 39.67(c)–(e); 

(d) Minimizing personnel exposure in-
cluding exposures from inhalation and 
ingestion of licensed tracer materials; 

(e) Methods and occasions for locking 
and securing stored licensed materials; 

(f) Personnel monitoring and the use 
of personnel monitoring equipment; 

(g) Transportation of licensed mate-
rials to field stations or temporary 
jobsites, packaging of licensed mate-
rials for transport in vehicles, 
placarding of vehicles when needed, 
and physically securing licensed mate-
rials in transport vehicles during 
transportation to prevent accidental 
loss, tampering, or unauthorized re-
moval; 

(h) Picking up, receiving, and open-
ing packages containing licensed mate-
rials, in accordance with § 20.1906 of 
this chapter; 

(i) For the use of tracers, decon-
tamination of the environment, equip-
ment, and personnel; 

(j) Maintenance of records generated 
by logging personnel at temporary 
jobsites; 

(k) The inspection and maintenance 
of sealed sources, source holders, log-
ging tools, injection tools, source han-
dling tools, storage containers, trans-
port containers, and uranium sinker 
bars as required by § 39.43; 

(l) Identifying and reporting to NRC 
defects and noncompliance as required 
by part 21 of this chapter; 

(m) Actions to be taken if a sealed 
source is lodged in a well; 

(n) Notifying proper persons in the 
event of an accident; and 

(o) Actions to be taken if a sealed 
source is ruptured including actions to 
prevent the spread of contamination 
and minimize inhalation and ingestion 
of licensed materials and actions to ob-
tain suitable radiation survey instru-
ments as required by § 39.33(b). 

[52 FR 8234, Mar. 17, 1987, as amended at 67 
FR 77652, Dec. 19, 2002] 

§ 39.65 Personnel monitoring. 
(a) The licensee may not permit an 

individual to act as a logging super-
visor or logging assistant unless that 
person wears, at all times during the 
handling of licensed radioactive mate-
rials, a personnel dosimeter that is 
processed and evaluated by an accred-
ited National Voluntary Laboratory 
Accreditation Program (NVLAP) proc-
essor. Each personnel dosimeter must 
be assigned to and worn by only one in-
dividual. Film badges must be replaced 
at least monthly and other personnel 
dosimeters replaced at least quarterly. 
After replacement, each personnel do-
simeter must be promptly processed. 

(b) The licensee shall provide bio-
assay services to individuals using li-
censed materials in subsurface tracer 
studies if required by the license. 

(c) The licensee shall retain records 
of personnel dosimeters required by 
paragraph (a) of this section and bio-
assay results for inspection until the 
Commission authorizes disposition of 
the records. 

[52 FR 8234, Mar. 17, 1987, as amended at 65 
FR 63752, Oct. 24, 2000] 

§ 39.67 Radiation surveys. 
(a) The licensee shall make radiation 

surveys, including but not limited to 
the surveys required under paragraphs 
(b) through (e) of this section, of each 
area where licensed materials are used 
and stored. 

(b) Before transporting licensed ma-
terials, the licensee shall make a radi-
ation survey of the position occupied 
by each individual in the vehicle and of 
the exterior of each vehicle used to 
transport the licensed materials. 

(c) If the sealed source assembly is 
removed from the logging tool before 
departure from the temporary jobsite, 
the licensee shall confirm that the log-
ging tool is free of contamination by 
energizing the logging tool detector or 
by using a survey meter. 

(d) If the licensee has reason to be-
lieve that, as a result of any operation 
involving a sealed source, the encap-
sulation of the sealed source could be 
damaged by the operation, the licensee 
shall conduct a radiation survey, in-
cluding a contamination survey, during 
and after the operation. 
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